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INTRODUCTION 


This manual has been prepared to assist the tenant’s architect and engineer(s) prepare drawings and 
specifications that will meet the Neshaminy Mall design criteria. Our objective is to allow the maximum 
expression of a store’s individual personality and character while maintaining a cohesive design theme 
throughout the center. 

The criteria herein are not intended to contradict any code requirements that may govern this project. It is 
the responsibility of the tenant’s architect, engineers and contractors to comply with all applicable codes. 
Any questions concerning the information presented in this manual should be brought to the Tenant 
Coordinator’s attention as soon as possible to minimize design revisions. 

The Tenant Print Package, (“Print Package”) consists of: 

• Tenant Criteria Manual. 

• Tenant Lease Outline Drawing (L.O.D.). 

The lease agreement requires that all tenant plans be prepared by an architect and engineer(s) licensed 
by the State of Pennsylvania. 


Store Name:_ Space No: 

Architectural Firm:_ 

Contact:_ 

Address:_ 


Phone: 


Fax:J_1 
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INTRODUCTION 


PROJECT DIRECTORY 


Center: 

Neshaminy Mall 

Tenant’s Name & Space Number 
707 Neshaminy Mall 
Bensalem.PA. 19020 


Landlord: 

General Growth Properties, Inc. 

Attn: Tenant Coordination Department 
110 North Wacker Drive 

Chicago IL. 60606 Phone: 

Fax: 


Landlord’s Insurance Underwriter: 

Factory Mutual Engineering 

401 City Ave. 

Suite 420 Phone: 

Bala Cynwyd, Pa. 19004 Fax: 

Local Utility Agencies: 

Water 

Bureau of Water 

2400 Byberry Road Phone: 

Bensalem.PA. 19020 

Gas 

Peco Energy Corp. Phone: 

2301 Market Street 
Philadelphia, PA. 19101 

Telephone 
Bell Atlantic 

P.O. Box 8585 Phone: 

Philadelphia, PA. 19173 

Waste Disposal 
Waste Management 

1224 Hays Boulevard Phone: 

Bristol, PA. 19017 
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312/960-5000 

312/960-5064 


610/668-2250 

610/668-6387 


215/633-3630 


800/494-4000 


800/479-1919 


215/788-8600 






INTRODUCTION 


Pennsylvania state Permitting Office: 

Labor & Industry Buildings 

Bureau of Occupational Hazards And Safty 

7TH & Forster Streets 

Harrisburg, PA. 17121 Phone: 717/787-3806 


Bensalem Township Permitting offices: 

Bensalem Building and Planning Department 

2400 Byberry Road Phone: 215/633-3644 

Bensalem, PA. 19020 

Building 
Plumbing 
Mechanical 

Bureau of Fire Prevention 

2400 Byberry Road Phone: 215/633-3617 

Bensalem, PA. 19020 


Electrical 

Handicap 

Sewer 


Health Department 

Bucks County Department of Health Phone: 215/949-5805 

7321 New Falls Road 
Levittown, PA 91055 
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INTRODUCTION 


LOCATION PLAN 


Neshaminy mall is located in the noreastern quadrant of the 
interchange of U.S. Route 1 (Roosevelt Boulevard) and 1-276 
(the Pennsylvania Turnpike) in Bensalem, PA. Neshaminy Mall 
is a single-level, anchored by three departmant stores and a 
24-screen theater. 



LOCATION PLAN 
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LEASE PLAN 

Certain of the elements shown on this plan are future or proposed. 

GGP-Neshaminy Mall, makes no representation that the future 
or proposed development will occur as shown. 
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TENANT SUBMISSIONS AND PERMIT REQUIREMENT 


DOCUMENT SUBMISSION 


Please keep in mind that submission of plans must be in accordance with the time schedule specified in the 
lease. Sufficient time must be allowed for Landlord’s and Bensalem Township Permitting office’s review 
and approval process. Preliminary Landlord plan approval will take approximately 5 working days. Final 
Landlord plan approval will take approximately 10 working days. 

The Building permit review will take approximately 15 working days. The Department of Inspections will not 
review final plans unless they have been stamped approved by Landlord. 


LANDLORD’S ADDRESS 

General Growth Properties, Inc. 
Attn:Tenant Coordination Department 
110 North Wacker Drive 
Chicago, IL 60606 
Phone: 312/960-5000 
Fax: 312/960-5064 


MALL’S ADDRESS 

Neshaminy Mall 
Attn: Operations Manager 
707 Neshaminy Mall 
Bensalem, Pa. 19020 
Phone: 215-357-6130 
Fax: 215-357-4317 


Preliminary Documents: 

• One vellum reproducable set of documents to Landlord indicating: 

Key plan. 

Floor plan. 

Storefront / kiosk elevation. 

Reflected ceiling plan. 

• Material sample board (labeled and keyed to plan). 

• Color rendering or photograph of storefront prototype. 

Final Construction Documents: 

• One vellum reproducible set of construction documents and one set of bluelines to Landlord, 
(containing Architectural, Mechanical, Electrical, Plumbing, and Fire Alarm drawings). 

• The vellum set must be wet sealed and signed by a Pennsylvania licensed architect and engineer(s). 

• One blue line set of construction documents to Mall Operations Director. 

• Refer to appropriate section in this manual for drawing requirements. 


Note: After Landlord’s approval, any changes or modifications to the construction documents or tenant’s 
interior improvements must be approved by Landlord in writing. 
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TENANT SUBMISSIONS AND PERMIT REQUIREMENT 


Sprinkler Documents: 

• Drawings and hydraulic calculations must be sealed and signed by a registered fire protection engineer 
from the State of Pennsylvania. 

• Sprinkler contractor is required to submit sprinkler shop drawings to Landlords insurance underwriter 
for approval. 


Hood Documents: 

• Three sets of hood specification plans (for food related tenants). 

Signage Documents: 

• One set of reproducible signage shop drawings. 

• One set of reproducible blade sign shop drawings. 


REQUIRED PERMITS AND INSPECTIONS 

Permits required by the Township of Bensalem must be presented to the Landlord’s on-site representative 
prior to work start. It is the responsibility of the tenant to obtain the approved construction documents from 
the Department of Inspections, Bureau of Fire Prevention and Health departments, etc., and to pay for and 
secure all applicable permits. 

Permits: 

• Building construction 

• Fire 

• Health 

• Sprinkler 

Note: All interior tenant store signage shall be submitted to Landlord for approval. Exterior building store 
signage will require Landlord’s and the Bensalem Township Permitting office’s approval. A separate 
permit will be required for exterior signs only. 

Inspections: 

It is the tenant’s architect’s or contractors’ responsibility to verify the field inspections required by the 
Township of Bensalem (refer to tenant contractor manual for inspection requirements). 
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TENANT SUBMISSIONS AND PERMIT REQUIREMENT 


BUILDING CODE INFORMATION 


The following is a general reference list of applicable codes. It is the sole responsibility of the tenant’s 
architect, engineer(s) and contractor(s) to comply with all applicable federal, state, local codes and 
ordinances for their occupancy type. 

Building Type: 


Center 


Tenant 

Applicable Codes: 

Building 

Mechanical 

Electrical 

Plumbing 

Handicap 

Fire Protection 


One level regional shopping center of approximately 339,000 square feet of gross 
leaseable area. 

Covered center building type 2C construction; mercantile, with business, storage 
and assembly use groups. 

Mercantile use group with storage (group S-1, moderate hazard). 


BOCA National Building Code 1996. 

International Mechanical Code 1996. 

National Electrical Code 1996. 

International Plumbing Code 1997. 

Universal Accessibility Codel 996. 

NFPA101 Life Safety Code 1996. 
BOCA National Building Code 1996. 
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ARCHITECTURAL DESIGN CRITERIA 


ALL TENANTS 


The following is a list of minimum design information required to expedite plan approval by Landlord. It is 
not intended to be a complete listing of all requirements, but should serve as a minimum checklist to be 
used by tenant’s design consultants to complete the construction documents. 

We urge you to read this manual in its entirety in order to fully understand the requirements needed to 
generate an acceptable set of construction documents. 

ARCHITECTURAL DRAWING REQUIREMENTS 

Cover Sheet: 

• Tenant name. 

• Project directory. 

• Location plan with space number (refer to page 4 &5). 

• Leased square footage. 

• Architectural symbols list. 

• Drawing list. 

• Building code information (refer to page 8). 

• Occupancy load. 

• Building data, use and construction type. 

• Flame spread ratings of materials (as per code). 

• Landlord provided notes (refer to page 10). 

Floor Plans: 

• Demising and interior partition wall locations dimensioned. 

• Restroom facilities. 

• Location of fixtures and equipment. 

• Recessed service door (if applicable) (refer to page 28). 

• Identification of waterproof membrane locations. 

• ADA path of egress indicated. 

• Door and room finish schedules. 

• Typical wall sections. 

Storefront Interior Elevations and Details: 

• Storefront entry elevation. 

• Interior store elevations. 

• Identification of finishes and colors. 

• Longitudinal and typical section through storefront from slab to roof. 

• Typical section through demising walls (refer to pages 23 & 24). 

• Storefront signage. 

• Blade signage (excluding kiosk tenants). 

• Neutral pier and bulkhead details (refer to pages 20,26 & 27). 

• Floor transition details (refer to page 30). 

• Door frame details. 
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ARCHITECTURAL DESIGN CRITERIA 


ALLTENANTS 


Reflected Ceiling Plan: 

• Ceiling heights. 

• Identification of ceiling materials. 

• Exit lights. 

• Emergency lights. 

• Light fixtures. 

• Sprinkler heads. 

• Air diffusers and grilles. 

• Access panels. 

SIGNAGE DRAWING REQUIREMENTS 

• Incorporate signage into storefront elevation. 

• Indicate letter height. 

• Provide typical letter section. 

• Method of wiring and mounting. 

• Indicate color and materials. 

• Blade sign (excluding kiosk). 

Landlord Provided Notes: 

The following Landlord notes must appear on the cover sheet of all tenants final construction 
documents: 

• Tenant’s general contractor shall deposit with Landlord’s on-site GGP-Neshaminy representative the 
sum of $2500.00. This deposit shall be applied toward costs incurred by Landlord resulting from 
contractor negligence (see contractor manual for additional information). 

• Tenant s general contractor must check in with Landlord’s on site representative prior to work start. 

• Tenant’s contractor will repaint and/ or repair Landlord’s property, (neutral piers, bulkheads, rear 
corridor, etc.) damaged during tenant improvement. 

• All ceiling material must have class “A” fire rating. 

• Support wires for lay-in-ceiling grid, lights, HVAC equipment, etc. must not be connected to any of 
Landlord’s electrical & plumbing & fire protection piping, mechanical equipment or deck above. 

• All support wires may only be connected to top cord of joist and/ or structural members. 

• All materials used in the construction of this space must be asbestos free. 

• Tenants with wet area’s and toilet rooms adjacent to demising walls shall provide a water proof membrane 
under floor and 6” up walls. Water test must be witnessed by on-site GGP-Neshaminy representative. 

• Water meter with gallon readout accessible to Landlord located in toilet room. 

• Any penetration or modifications to structural steel or concrete must be coordinated and approved by 
GGP-Neshaminy tenant coordinator in writing. 

• Tenant must install a Landlord’s approved barricade (see page 29). 

• It is the responsibility of the Tenant’s architect to field verify dimensions and utility locations and conditions 
prior to construction. 

• All floor penetrations must be sleeved and sealed liquid tight. 

• All raised platforms must be constructed of non-combustible materials. 

• Tenant must comply with local requirements of the American w/ Disabilities Act. 
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ARCHITECTURAL DESIGN CRITERIA 


ALLTENANTS 


LANDLORD SUPPLIED ARCHITECTURAL ITEMS 


Control Zone: 

1 1/2” black metal neutral strip between adjacent tenants, at tenants expense. 

(in-line tenants refer to page 22) food court tenants will have tile neutral piers between 
adjacent tenants, (food court tenants refer to page 39). 

Demising Wall Studs: 

3 5/8" 20 gauge metal studs @ 16” on center to deck, provided at the centerline of all demising and 
corridor walls. 

Floor Slab: 

Lower Level: 

Slab on grade at 3000 PSI concrete at 28 days, (N.W.C.) with 6x6 WWF. 

Allowable live load 100 #/SF. 

Note: Saw cutting is allowed at a minimum upon Landlord’s approval. 

Slabs will not be provided for restaurant spaces. 

Roof Structure: 

Reinforced EPDM roofing membrane system mechanically attached to deck. 

Gypsum underlayment board 1/4” thick. 

Rigid insulation minimum 3 1/2" thick. 

3” metal deck at 20 gauge over structural steel beams, girders and joists. 

Allowable live load = 30 PSF. 

Note: It is tenant’s responsibility to maintain the integrity of Landlord’s demising walls, floor slab 
roof and structure. 
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ARCHITECTURAL DESIGN CRITERIA 


ALL TENANTS 


DESIGN PHILOSOPHY 


The following criteria are provided to give the tenant maximum design flexibility while maintaining a consistent 
and high quality retail environment at the Neshaminy Mall. This criteria will guide the tenant’s designer to 
create a store design compatible with the overall design intent of the center. 

All storefront, interior designs and materials are subject to Landlord’s approval. It should be understood 
that Landlord will review a tenant design concept with neighboring tenants and make judgments that will 
benefit the entire center. Restaurant tenant should check with tenant coordinator for possible exceptions to 
criteria and special criteria. 

General Tenant Design Constraints: 

• Landlord will provide a 11 ’-0” (area ‘A’ and ‘C’) or 12’-0” (area *B’) height clearance throughout tenants 
space for Tenants. Additional height may be achieved upon Landlord’s written approval. Any alterations 
to Landlord’s structure or utilities as a result of ceiling height increase shall be at tenant’s expense. 

• Tenant’s storefront must be self supported. Storefronts shall not be suspended from center soffit. 

• Wood blocking, decking, and framing is allowed below the ceiling line and must be stamped fire 
retardant. All raised platforms shall be constructed of noncombustible materials. 

• No combustible’s above ceiling (i.e., transformer, water heaters, etc.). 

• Provide 2” high black vinyl store space number and name, at rear exit door. 

• Waterproof membrane is required for wet areas adjacent to demising walls. 

• All tenants are required to have one handicap accessible toilet. 

• Support wires for lay-in-ceiling grid, lights, HVAC equipment, etc. must not be connected to any of 
Landlord’s mechanical, electrical plumbing or fire protection piping, equipment or deck above. 

• Support wires must connect to top cord of joist and/ or structural members. 

• Any penetrations or modifications to structural steel or concrete must be coordinated and approved by 
GGP-Neshaminy mall tenant coordinator in writing. 

• It is the responsibility of the tenant’s architect to field check all dimensions and conditions prior to and 
during construction 

• Local code requires a second exit is required if exit travel distance exceeds 75’ within space or occupancy 
exceeds 50 people or space is greater than 1500 SQ. FT. (as per code). 

• Tenants that are adjacent to service corridor must provide an alcove so that an exit door is fully recessed 
behind the lease line when in the open position. Tenant must match service corridor finishes established 
by Landlord throughout corridor side of alcove and provide sprinkler coverage. 

• Tenants with second exits (i.e., through stockrooms) are required to mark a path of egress and provide 
fixed barriers to meet requirements of NFPA101. 
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ARCHITECTURAL DESIGN CRITERIA 


IN-LINE TENANTS 


STOREFRONT DESIGN CRITERIA 

Storefronts shall be designed, fabricated and installed by tenant at tenant’s sole expense. Storefronts 
should be predominantly glass and emphasize well-designed architectural elements, a sense of entry and 
imaginative show window displays. 

Storefront: 

• A minimum opening of 6’-0” is require, larger openings should not exceed 50% of the total storefront 
width. 

• Closure shall occur at or behind the lease line. 

• One entrance per elevation is permitted. 

• Entry height shall be a minimum of 9’-0” above finished floor. 

• Swing doors are to be single acting in the direction of egress. 

• Doors shall be fully recessed behind the lease line when in the open position. 

• Door stops must be flush floor mounted. 

• Single track, narrow style sliding glass doors shall be enclosed in a door pocket or partition when in the 
open position. 

• Door tracks are to be recessed flush with the finish floor. 

• Storefront doors must be equipped with emergency quick release locks as required by code. 

• Key plates must be concealed from public view. 

• Totally open storefronts are prohibited. 

• Sliding vinyl accordion doors are prohibited. 

• Storefront must be self supporting. 

• All storefront glass and glazing shall be tempered, beveled polished edges and shall be set with 1/4” 
open butt joints between panes. Silicon joints fillers are not permitted. 

• Glass storefront systems that exceed lO’-O” in height must be a minimum of 3/4” thick. Architectural 
glazing clips are required. 

• Provide 3/4” black metal channel reveal across the horizontal portion of the storefront, from Landlord’s 
neutral strip to neutral strip. 

• All storefronts, excluding doors, shall have a minimum 4” high approved durable base. 

• Pop outs of no more than 2’-6” are allowed in some areas. 
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ARCHITECTURAL DESIGN CRITERIA 


IN-LINE TENANTS 


Acceptable Storefront Materials: 

Glass: 

• Clear tempered with polished and beveled 
edges. 

• Glass block. 

• Sandblasted or stained glass. 

Laminates: 

• Corian or equal. 

• Solid core. 

• Vitracore or equal. 

• Matrix or pattern finishes. 

• Matt, and textured finishes. 

Metals: 

• Anodized aluminum. 

• Brass. 

• Bronze. 

• Copper. 

• Electrostatic colors. 

• Stainless steel. 

• Polished, brushed or textured. 

Tile: 

• Ceramic, mosaic tile. 

• Glass fiber reinforced gypsum. 

• Polished or honed cut stone 

(i.e., marble, granite, terracotta etc). 

• Terrazzo. 

Wood: 

• Finish grade hard woods painted or stained. 


Unacceptable Storefront Materials: 

Glass: 

• Mirror. 

• Plexiglas. 


Laminates: 

• Simulated materials; brick, stone, wood, etc. 

• Wood veneer laminates. 


Metals: 

• Antique. 

• Unfinished. 


Tile: 

• Clay shingles. 

• Rubber. 

• Vinyl tile. 


Wood: 

• Masonite. 

• Plywood paneling. 

• Unfinished Wood. 
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tenants must comply with these requirements. 

Neutral pier: 

• A minimum of 3" of opaque material or glass receiving frame will be required adjacent to Landlord’s 
neutral strip (refer to page 22). 

• If tile neutral piers exist, tenant's contractor shall remove them and provide a 1 -1/2”x 5/8" metal channel 
(refer to page 22), 

Floor: 

• Provide a smooth and level transition from tenant’s space to common area. 

• Tenant must match center tile from lease line to tenant's storefront line and/ or closure line 

• Provide 4'-0” minimum of hard surface transition flooring material past the point of entry 

Ceilings: 


• Ceiling elevations should vary within the 5’-0” control zone. 

• Locate exit sign behind ceiling soffit so as not to be seen from the centers common area. 

« Recessed incandescent down lights shall be used in the control zone, 

• Sprinkler heads in ceiling must be flush or fully recessed, cover plates to be chrome or match ceiling 



imrf &y Tm w't. 


Storefront Entries 
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architectural design criteria in-une tenants 


STORE INTERIOR DESIGN CRITERIA 

Tenants are encouraged to provide a high quality, well detailed and unique interior environment. The 

interior and storefront design should reflect and complement one another. The use of quality materials "or 

flooring, walls, ceiling and lighting will accomplish this task. 

Floors: 

• Tenant is responsible for installing all finished floor coverings. 

• Pmvide metal terrazzo or butt jointing between all floor material changes. 

• Provide waterproof membrane to base height where water is present, (i.e., restrooms) for all tenants 
with wet areas adjacent to demising walls. 

Ceilings: 

• Finish and install a ceiling through entire space (sales and stock required for plenum return), 

• Ceiling heights in tenants space shall be a maximum height of 11 ’-0” (area 'A' and ‘C’) 12’-0” (area ‘B’) 
and minimum of 9"-0”. Higher ceilings maybe allowed with Landlord’s approval. Any alteration to 
structure or utilities shall be at tenant's expense. 

• All sprinkler heads must be semi recessed or recessed throughout the sales area. 



Store Interior Design 
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IN-LINK TENANTS 


AMCIHTEtTURAL DESIGN CRITERIA 


Lighting: 

« Tenant shail provide lighting for the entire leased premises. 

• Neon will require U.L. approved housing through all penetrations. 

• All store cases shall be adequately illuminated and vented. 

• Display window illuminated during center hours, controlled by a time dock. 

• All store lighting shall be glare free. 


Walls: 

• Tenants shall provide the required rated gypsum wallboard for their side of the demising wall. 

• All interior wall surfaces accessible or visible to the public must be finished in an appropriate manner 
using quality materials and finishes. 

• All music, video, and pet shops require a minimum 2” sound insulation (refer to page 30). 

• Conbustible materials are not allowed within walls. 

• Woodblocking to be fire treated. 


Acceptable Store Interior Elements: 


Unacceptable Store Interior Elements: 


• Hardwoods. 

• Ceramic tile. 

• Natural stones 

• Metals. 

• Laminates, Corian, etc. 

• Carpet. 

• Gypsum wall board. 

• Concealed spline. 

• 2'~0” x 2’-0” acoustical ceiling tile 
system. 

• Siatwali. 

• Painted gypsum. 

• 2’~0” x 2 ! -0" fluorescent fixtures with 
parabolic lenses. 

• Neon, provide U.L. approved housing 
through all penetrations. 

• H.I.D. lighting with Landlord approval. 

• Track lighting, fixture can head, not to 
exceed 5" in length. 


• Vinyl flooring and base not allowed in sales area. 

• Vinyl stripping between material floor changes. 

• Unfinished concrete in sales area. 

• Indoor/ outdoor carpeting, 

• Unfinished metals. 

• 2’~Q’ , x4 , -0’ ! fluorescent fixtures, 

• Acrylic lenses, 

• Exposed lighting in sales area. 

• Strobe, spinner, chase, or moving type of lighting, 

• 2’-0"x4 ! -0" acoustical ceiling system in sales 
area. 

• Mirrored ceiling. 



Interior Lighting Design 
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IN-LI Ml TUN ANTS 


ST OREFRONT SIGNAGE DESIGN CRITE RIA 

Signage is a major visual element to be provided by the tenant. Imaginative, progressive and creative 
signage is essential to the success of the tenants store. All signage is subject to Landlord approval. 
Landlord reserves the right to disapprove any signage that does not comply with Landlord’s criteria 

Signage Requirements: 

• Not to exceed 70% of the width of the storefront. 

• Letters shall not exceed 16" in height and 5” In depth (refer to page 33). 

• Limited to tenant trade name (d.b.a.) only as defined in the lease. 

• Registered trademarks and manufactures labels are not allowed. 

• Signage shall be placed on tenant's storefront at a minimum of 8'-0" A.F.F. 

• Silk-screen signature area maybe applied to the interior surface at 3’-CT A.F.F. Verbiage shall be limited 
to tenant's name or logo with a maximum letter height of 3". 

• All illuminated signs must be fabricated and installed according to national, local building and electrical 
codes and must bear UL label. 

• All electrical penetrations through the storefront fascia for sign installation shall use PK housing. 

• Provide access to transformer and local disconnect. 

• Clock timer controlled and illuminated during center hours. 

• Interior signs that are visible from outside the tenant’s space must be approved by Landlord. 

• All signage must be installed per code. 



Acceptable Sign Types: 


m 


m 

m 

m 

B 



Fiber optics 

Edge lit sandblasted glass. 

Light boxes if recessed and concealed. 

Routed back-lit letters with translucent face. 

Dimensional letters of metal, or painted wood. 

Back-lit individual letters pin mounted a maximum of f’ from a non-reflective background 
High quality individual channel letters. 


Unacceptable Sign Types: 


Vacuum formed luminous letters. 

Paper, cardboard, foamcore, cloth and decals. 
Exposed neon. 


Animated and flashing lights 

Projecting box or cabinet type signage 

Signs painted directly on tenant's storefront sign 
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IN-LINE TENANTS 



mystic 

boRLST 
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COHEN 


AiS tenants may have a non-IIluminated blade sign. Landlord encourages all tenants to design a unique 
three dimensional blade sign. Blade sign and bracket are to be designed as an integral component of the 
storefront. All signage is subject to Landlord approval. Landlord reserves the right to disapprove any 


Tenant shall design, furnish and install the blade sign and bracket (refer to page 34) 
Tenant’s name, logo and/ or graphic image. 

Image must be on both sides and right reading on opaque material 


Maximum signage area shall be 6.25 square feet. 

Minimum signage area shall be 4 square feet. 

Material thickness shall be minimum of 1 ” 

The lowest point of the sign shall be at 7 -8" A.F.F. 

Bracket shall extend 5’-0” from storefront. 

All brackets must be structurally designed and mounted to tenant’s storefront by tenant 


* Wood, 

* Metal, 

* Etched materials 


Unacceptable Sign Types 


« Foamcore. 

• Plastic (i.e., laminates, plexi) 

• Cardboard. 
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STOREFRONT ZONE ELEVATION 

















ARCHITECTURAL DETAIL 


NEUTRAL PIER ELEVATIONS 



ELEVATION 
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ARCHITECTURAL DETAIL 


TYPICAL NEUTRAL PEER SECTION 
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ARCHITECTURAL DETAIL 


TYPICAL DEMISING PARTITION @ CORRIDOR 


WALL 
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SEE NOTES ON PAGE 24 


ARCHITECTURAL DETAIL 


TYPICAL RESTAURANT DEMISING PARTITION 


WALL 
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ARCHITECTURAL DETAIL 


MALL CROSS SECTION 


| MALL CONCOURSE 
I 
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ARCHITECTURAL DETAIL 


STOREFRONT AREA ‘A’ & ‘C’ 
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ARCHITECTURAL DETAIL 


STOREFRONT AREA ‘B’ 
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ARCHITECTURAL DETAIL 


TENANT REAR ALCOVE 



TENANT TO PROVIDE PENDANT 
SPRINKLER HEAD AND CONNECTIONS 
TO FEED FROM TENANT'S OWN 
SPRINKLER SYSTEM AT 
ENTRANCE VESTIBULE 


ILLUMINATED EXIT 
SIGN BY TENANT 




DOOR, FRAME AND CODE 
APPROVED HARDWARE BY 
TENANT (AT I HR. RATED 
CORRIDOR DOOR. 


TENANT SPACE 


6 X 6 X 16 GA. METAL ANGLE 
CORNER GUARD BY TENANT 



NDTE< _ 

1. ALL RECESSED WALL SURFACES 
MUST BE PAINTED BY TENANT. ' 


1" X 4" FIRE TREATED-, 

WOOD BASE BY TENANT 


2. TENANT TO SEAL ALL EXPOSED 
CONCRETE FLOORS. 



SECTION 

METAL STUD FRAMING 
BY TENANT 

5/8” G.W.B. BY TENANT 

TENANT TO PROVIDE A FIXED 
BARRIER AT THE EDGE OF 
EGRESS PATH PER N.F.P.A. 101 



SERVICE CORRIDOR 


TENANT SPACE 


DEMOLITION FOR DOOR RECESS 
BY TENANT - 



TENANT TO SEAL FLOOR 



PLAN 


TENANT TO PROVIDE A 1 HOUR 
RATED PARTITION WHEN 
VESTIBULE OCCURS AT A 
RATED EGRESS CORRIDOR (TYP.) 
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ARCHITECTURAL DETAIL 


BARRICADE DETAIL 








ARCHITECTURAL DETAIL 


TYPICAL SOUND DEMISING PARTITION 



TENANT LEASE LINE 

5/8” FIRE CORE GYP. BOARD 

METAL STUDS BY LANDLORD 

STEEL COLUMN V.I.F. 


MINIMUM 2” SOUND INSULATION 
FLOOR TO CEILING HT. (MIN.) 
BY TENANT 


3 -5/8” ALTERNATING METAL 


STUDS BY TENANT 
TO STRUCTURE 


EXTENDED 


NOTE: REQUIRED FOR ALL MUSIC, VIDEO, PET SHOPS AND ARCADES. 
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ARCHITECTURAL DETAIL 


TYPICAL FLOOR TRANSITION 



‘A’ DETAIL 


TENANT FINISH 



‘B’ DETAIL 




r 
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18" MIN. 


ARCHITECTURAL DETAIL 


TYPICAL TOILET LAYOUT 


13” MIN. 


A 


r 


V 




6 ” 


GRAB BAR 


PLAN 



ELEVATION 
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LETTER HT. 16” MAX 


ARCHITECTURAL DETAIL 


TYPICAL SIGN SECTION 
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ARCHITECTURAL DETAIL 


BLADE SIGN 
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ARCHITECTURAL DESIGN CRITERIA 


FOOD COURT TENANTS 


FOOD COURT DESIGN CRITERIA 

The food court featuring specialty food tenants is located at the west end of the center. Tenants surround 
the common eating area where tables and seating for approximately 526 people are arranged among trees 
and planted areas. Tenants are encouraged to develop a unique and innovated design and not a traditional 
franchise look. It is important that tenants design shall be compatible with neighboring tenants. 

Note: All food court tenants must comply with all heath regulations and applicable ordinances of local 
governing authorities. 

LANDLORD SUPPLIED ARCHITECTURAL ITEMS 

Landlord has design the main serving counter face at all food court tenant spaces. The base and finish 
materials to underside of counter will be installed by the tenant. It is tenant’s responsibility to provide a 
counter top and finishes that are complementary to Landlords designed counter face. Additionally, Landlord 
shall provide the neutral pier dividing walls and sign band area. 

CONTROL ZONE CRITERIA 

The front lO’-O” area from the food court lease line has been designated as a control zone area. All food 
court tenants must comply with this criteria (refer to page 38 & 39). 

Countertop: 

• Recesses in the top counter surfaces, (for cash registers, food trays, drink dispensers etc.) must be set 
back a minimum of 8” from the front edge of the counter. 

• Beverage machines and all other miscellaneous equipment on the front counter are subject to design 
review. Equipment must be screened and recessed into the countertop, not to exceed 4’-0” in height. 

• Sneeze guards, shall be architecturally compatible with counter design and in accordance with code. 

• Provide concealed lighting, in counter designs where appropriate. 

Countertop Materials: 

• Brushed stainless steel. 

• Natural stone (i.e., marble, granite, slate). 

• Glazed ceramic tile. 

• Solid surface (i.e., Corian, Avonite). 

• Wood with clear finish. 

• Plastic laminate countertops are not acceptable. 

Ceiling: 

• Tenant shall provide a nonporous washable ceiling. 

• Painted gypsum wall board, metal or a sealed wood ceiling shall be used in the control zone area. 

• Ceiling height in the control zone area must be a minimum of 10’-6”. 

• Drop in panel ceilings is not acceptable in the control zone area. 
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ARCHITECTURAL DESIGN CRITERIA 


FOOD COURT TENANTS 


Lighting: 

• Provide accent lighting at the countertop using recessed incandescent or pendent type fixtures. 

• Provide recessed incandescent fixtures and flush/ recessed sprinkler heads within the control zone. 

• 2’-0” x 4’-0” fluorescent lighting is not acceptable in the control zone area. 


Flooring: 

• Provide a ceramic or quarry tile floor and base within the control zone area. 

Walls: 

• All wall materials shall be washable and nonporous (i.e., epoxy paint, ceramic tile, stainless steel). 

• Provide a food preparation screen wall with service door separating the service and food preparation 
areas. 

• Service door shall be self-closing to shield the back room from public view. 

• Mirrored walls are not acceptable within control zone area. 

Menu Board: 

• Menu boards shall be integrated into the overall storefront design. Menu boards shall be recessed or 
surface mounted onto the preparation screen wall. 

• Menu Board must be illuminated either internally or externally whichever is best in keeping with the 
design theme of the store, at Landlord’s sole discretion. 

STORE INTERIOR DESIGN CRITERIA 

The use of quality materials for flooring, walls, ceiling and lighting is required and are subject to Landlord’s 
approval. 

Ceiling: 

• Tenant shall provide a nonporous washable ceiling. 

• Acoustic tile. 

Lighting: 

• Fluorescent type lighting is acceptable. 

Floors: 

• All materials shall be of a washable nonporous surface. 

• Ceramic or quarry tile floor and base in food preparation area. 

• Provide a waterproof protective membrane turned up to base height throughout entire space. 
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ARCHITECTURAL DESIGN CRITERIA 


FOOD COURT TENANTS 


STORE INTERIOR DESIGN CRITERIA (continued) 

Walls: 

• All wall materials shall be washable nonporous (i.e., epoxy paint, ceramic tile, stainless steel). 

SIGNAGE DESIGN CRITERIA 


Signage is a major visual element to be provided by the tenant. Particular attention should be given to 
signage and graphics as they are an important part of the over all design theme. All signage is subject to 
Landlord approval. Landlord reserves the right to disapprove any signage that does not comply with 
Landlord’s criteria. 


Signage Requirements: 

• One blade sign hung in front of the front counter, (see page 40) 

• One sign centered on sign buckhead above tenant serving counter. 

• Limited to the tenant’s trade name as defined in the lease. 

• Maximum letter height shall not exceed 16”. 

• Maximum length can not exceed 16’-0”. 

• Provide U.L. approved housing for neon signs. 

• Provide clear plastic standoff posts. 

• All signage must be installed as per code. 

• Clock timer controlled and illuminated during center hours. 

Acceptable Sign Types: 

• Exposed double stroke neon. 

• Graphic signage is encouraged and shall be located at the food preparation screen wall. 

Unacceptable sign types: 

• Animated. 

• Formed. 

• Can signs. 

• Box signs. 

Note: Exposed raceways, ballast boxes, electrical transformer and/ or sign company names are not 
permitted. 
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FOOD COURT DETAILS 


COUNTERFRONT SECTION 



*SEE MALL OPERATING MANAGER FOR TILE AND GROUT SPECIFICATIONS. 
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SIGN ZONE 










FOOD COURT DETAILS 


COUNTER FRONT 


COVE AND TRELLIS BY TENANT 
TRELLIS FOR SIGNBAND BY TENANT 


2*10" VARIES 2’10" 



COUNTER BASE BY TENANT <§> TENANT’S EXPENSE 


COUNTER FRONT ELEVATION 


DRYWALL DEMISING 
WALL CERAMIC 
TILE BY TENANT 



PLAN 
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FOOD COURT DETAILS 


BLADE SIGN 


HANG FROM CEILING 
ABOVE PUBLIC MALL 
BY TENANT 


a 


-Cl 


D_ 


X) 


r' 




L. 


■^oF - 




n 


PERMISSABLE 
LOGO SIGN AREA 

1-9" 


Ho i-l o l-1 


1-1/4” DIAMETER PAINTED 
STEEL PIPE WITH POLISHED 
BRASS BALLS 


1"X1” SQUARE PAINTED 
STEEL BAR SIGN FRAME 
BY LANDLORD AT 
TENANT'S EXPENSE. 


PERMISSABLE AREA OF 
DOUBLE SIDED AND 
SHAPED PAINTED METAL 
PLATE LOGO SIGN BY 
TENANT. 


PUNCHED ATTACHMENT 
LUGS FOR TENANT SIGN 
BY TENANT (PAINT OUT 
TO MATCH BACKGROUND 
COLOR). 


VERIFY HEIGHT & LOCATION WITH 
I MALL OPERATING MANAGER. 
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ARCHITECTURAL DESIGN CRITERIA 


KIOSK TENANTS 


The following is a list of minimum design information required to expedite plan approval by Landlord. It is 
not intended to be a complete listing of all requirements, but should serve as a minimum checklist to be 
used by tenant’s design consultants to complete the construction documents. 

We urge you to read this manual in its entirety in order to fully understand the requirements needed to 
generate an acceptable set of construction documents. 

DRAWING REQUIREMENTS 

Cover Sheet: 

• Tenant name. 

• Project directory. 

• Location plan with space number. 

• Leased square footage. 

• Architectural symbols list. 

• Drawing list. 

• Building code information. 

• Occupancy load. 

• Building data, use and construction type. 

• Flame spread ratings of materials (as per code). 

• Landlord provided notes (see page 11). 

Floor Plans: 

• Kiosk locations dimensioned to columns. 

• Location of fixtures and equipment. 

• MEP load tabulation.(see page 53) 

Storefront Interior Elevations and Details: 

• Kiosk elevation. 

• Identification of finishes and colors. 

• Typical section through Kiosk from slab to thru top of Kiosk. 

• Kiosk signage. 


SIGNAGE DRAWING REQUIREMENTS 

• Incorporate signage into Kiosk elevation. 

• Indicate letter height. 

• Provide typical letter section. 

• Indicate color and materia. 
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ARCHITECTURAL DESIGN CRITERIA 


KIOSK TENANTS 


LANDLORD SUPPLIED ARCHITECTURAL ITEMS 

• 120 Volt 20 AMP floor Receptacle (Field Verify) 

• Floor Telephone Outlet with Pull Chord (Field Verify) 

DESIGN PHILOSOPHY 

The following criteria are provided to give the tenant maximum design flexibility while maintaining a consistent 
and high quality retail environment at the mall. This criteria will guide the merchant’s designer to create a 
store design compatible with the overall design intent of the center. 

All kiosk designs and materials are subject to Landlord’s approval. It should be understood that Landlord 
will review a tenant design concept with neighboring tenant and make judgments that will benefit the entire 
center. 

The Kiosk will consist of casework with sign identifiers built into each corner. Entire Kiosk construction shall 
be furnished and installed by the tenant at the Tenant’s expense. 

The following Kiosk Criteria along with EXHIBIT K of your lease are to be used by the Tenant’s Architect 
in the development of preliminary and final working drawings. 

KIOSK DESIGN CONSTRAINTS: 

• Entrance opening dimension must comply with local code and the ADA. 

• No portion of the kiosk shall extend above 8’-0” A.F.F. 

COUNTERS: 

• The counter may not extend beyond the limits of the Kiosk area as defined on the lease outline 
drawing. (See Page 43). 

• The maximum counter height shall be 42”. A portion of the main counter must meet within the 
guidelines of the American with Disabilities Act (ADA). 

• Acceptable finishes for the counter face and top include combinations of glass, stone, ceramic tile, 
hardwoods (no plywoods), solid core laminates, and solid core surfacing material such as avanite' 
corian or equal. 

• Counter merchandise display and lighting shall not exceed 18” above the sign identifier and/or 
casework. 

LIGHTING: 

• Cases shall be internally illuminated. All lighting shall be concealed within Kiosk area. 

SIGNAGE: 

• Signs lettering not to exceed 10”. 

• Color as selected must be compatible with the design selection and approved by Landlord. 
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PER LEASE 


ARCHITECTURAL DETAILS 


TYPICAL PLAN & ELEVATION 















MECHANICAL DESIGN CRITERIA 


ALL TENANTS 


The following is a list of minimum design information required to expedite plan approval by Landlord. It is 
not intended to be a complete listing of all requirements, but should serve as a minimum check list to be 
used by tenant’s design consultants to complete the construction documents. 

We urge you to read this manual in its entirety in order to fully understand the requirements needed to 
generate an approvable set of construction documents. 

HVAC DRAWING REQUIREMENTS 

• Identification of AHU manufacture, size and location (new or existing). 

• CFM requirements for area. 

• Mechanical symbol and equipment list. 

• Duct sizes. 

• Diffuser and grille schedule. 

• Indicate diffuser CFM on plan. 

• Damper locations. 

• Type of insulation. 

• Typical hanger detail from top chords of structure only. 

• Thermostat locations. 

• Control wiring diagram. 

• Toilet exhaust detail (refer to page 50). 

• Notes and specifications. 

• MEP load tabulation sheet, incorporate in plans (refer to page 53). 

• Roof top equipment locations, curb details and structural support details. 

Additional Food Related Tenant Requirements: 

• Make-up air unit details and specifications. 

• Specifications of exhaust equipment. 

• Cooking hood details and equipment. 

• Automatic fire extinguishing equipment. 
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MECHANICAL DESIGN CRITERIA 


ALL TENANTS 


DESIGN PARAMETERS 


HVAC Specifications: 

• Summer 

Inside: 


78°F. maximum dry bulb temperature at 60% maximum relative humidity, 
when using minimum ventilation air as hereinafter specified. 


Outside: 93°F. dry bulb, 78°F. wet bulb. (Air-cooled condensers selected on no less 

than 95 F. ambient). 


• Winter 

Inside: 72°F. maximum dry bulb temperature, when using minimum ventilation air 

as hereinafter specified. 

Outside: Plus 5°F. 

• Winter Night Pleating 

Inside: 68°F. minimum dry bulb temperature when ventilation air shut off. 

Outside: Plus 5°F. 

• U-Factor Roof 0.053 

Exterior Walls 0.08 

• Toilet Exhaust Fans must be operable from light switches. 

• Flex duct must not exceed 6’-0”. 


TENANT SUPPLIED HVAC 

Tenant shall design and provide a PIVAC rooftop unit ("RTU"). Specifications, installation and placement 
of RTU must be approved by Landlord. 
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MECHANICAL DESIGN CRITERIA 


TENANT SUPPLIED HVAC 


Tenant Responsibility: 

Tenant shall provide a complete mechanical system within the leased premises, including but not limited to 
the following, low pressure rigid metal ductwork, grilles, registers, controls and circuitry necessary for the 
satisfactory operation of an air conditioning system. 

• Additional structural framing required as a result of roof penetrations or placement of RTU shall be at 
tenant’s expense. 

• Structural plans and calculations must be reviewed and approved by Landlord’s engineer at tenant’s 
expense. 

• RTU curbs (refer to page 49). 

• Blocking and fastening to roof shall be by tenant with approval by Landlord’s roofer at tenant’s expense. 

• All roof penetrations must be by Landlord’s roofer at tenant’s expense. 

• Maintenance of HVAC system. 

• Installation and distribution of controls, duct system, electrical wiring and temperature controls. 

• Condensate drain and run out to roof drains. 

• Flex duct must not exceed 6’-0”. 

• Odors must be exhausted to the atmosphere through a tenant furnished and installed up-blast exhaust 
fan in accordance with applicable code. 

• Exhaust fan shall be capable of maintaining a minimum discharge velocity of 2000 FPM 
(refer to page 48). 

• 90% of the air exhausted must be replaced by a tenant furnished and installed makeup air system. 

• Distance of each exhaust fan from any RTU air intake shall be that which is required by code. 

Additional Food Related Tenant Responsibility: 

• Automatic extinguishing equipment shall be installed in accordance with NFPA standard 96. 

• Exhaust fan must be equipped with a residue trough to be maintained by the tenant. 

• All restaurant tenants shall provide their own through the roof toilet exhaust. Contact Landlord’s on-site 
representative for details. 

• Extinguishing system shall be Underwriters Laboratories approved wet chemical pre-engineered system 
designed as per code with the following features: 

Protection of the hood and duct. 

Surface protection for deep fat fryer, griddle, broiler and range. 

Automatic device for shutting down fuel or power supply to appliances, these devices must be of 
the manual reset type. 
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MECHANICAL DETAILS 


TENANT HVAC INTERFACE 



-additional food related 

TENANT REQUIREMENTS. 

-INDICATES BY TENANT AND/OR 

MALL FIRE ALARM CONTRACTOR 
AT TENANT’S COST. 


TENANT SUPPLIED HVAC 
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MECHANICAL DETAILS 


EXHAUST HOOD 


EXHAUST FAN 
BY TENANT 


16 OZ. COPPER METAL CATCH PAN, 
ALL SOLDERED SEAMS, ALL EDGES 
AND CORNERS MUST BE ROUNDED — 
AND SMOOTH TO PREVENT DAMAGE 
TO ROOF MEMBRANE. BY TENANT. 


BRASS COUPLING 

3/4” DIA 
PVC HOSE 
TO ROOF DRAIN 



FILL 6 DEEP 
W/ 3/4” DIA. STONE. 


NEOPRENE - 

ROOF MEMBRANE 
RIGID INSULATION 
METAL DECK - 


CARRIER ANGLE 
BY TENANT 
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BY TENANT 





MECHANICAL DETAILS 


ROOF CURB DETAIL 


CONDENSATE DRAIN 
LINE TO NEAREST ROOF 
DRAIN. BY TENANT. 
W/ APPROVED BLOCKING. 


FLASHING TO 
ROOF TOP UNIT 


NEOPRENE FLASHING- 

ROOF MEMBRANE -. 


UNDERLAYMENT BOARD 


3 1/2” RIGID INSULATION 


ROOF DECK 


PREFABRICATED 
INSULATED CURB 
BY TENANT 


TOP OF CURB TO BE LEVEL 


— ROOF CURB 

— BLOCKING AS 
REQUIRED 


NOTE: ROOF CURB AND STRUCTURAL ANALISYS 
MUST BE APPROVED BY LANDLORD. 

ADDITIONAL STRUCTURAL SUPPORT BY TENANT 
AT TENANTS EXPENSE 


LANDLORD 

STRUCTURE 
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MECHANICAL DETAIL 


TYPICAL TOILET EXHAUST CONNECTION 



NDTE: ALL TENANTS SHALL PROVIDE THEIR OWN THROUGH THE RODF TOILET EXHAUST. 
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ELECTRICAL DESIGN CRITERIA 


ALL TENANTS 


The following is a list of minimum design information required to expedite plan approval by Landlord. It is 
not intended to be a complete listing of all requirements, but should serve as a minimum check list to be 
used by tenant's design consultants to complete the construction documents. 

We urge you to read this manual in its entirety in order to fully understand the requirements needed to 
generate an approvable set of construction documents. 

ELECTRICAL DRAWING REQUIREMENTS 

• Floor and wall outlets locations. 

• Fans, motors and all electrical equipment. 

• Phone outlets locations. 

• POS outlets locations. 

• Lighting fixture layout. 

• Emergency light locations. 

• Exit light locations (with battery back-up). 

• Electrical powered equipment assigned to circuits. 

• Feeder conduit and wire size indicated. 

• Arrangement of panels, transformers, time clock, etc. 

• Conduit and wire size to HVAC equipment and panels (if applicable). 

• Complete electrical panel schedule and MEP tabulation sheet (refer to pages 53 & 56). 

• Lighting fixture schedule. 

• Notes and specifications. 

LANDLORD SUPPLIED TELEPHONE/ ELECTRICAL fall tenants! 

Telephone Service: 

Landlord has installed a telephone terminal located outside the leased premises in accordance with the 
requirements of the telephone company. Telephone and service shall be provided by tenant. Tenant to 
make arrangments with service provider. 

Tenant Responsibility: 

Tenant shall provide a complete electrical system from Landlord’s distribution point (supply stub-out) within 
the leased premises, including but not limited to, all necessary labor, branch and main circuit breakers, 
panels, transformers, conduit, wire, etc. necessary for the satisfactory operation of an electrical system. 

Individual tenant meters are not permitted. 

• Final connection of tenant’s electrical service by Landlord’s electrical contractor at tenant’s expense. 

• Conductors from Landlord’s electrical service room to the leased premises through the designated 
conduit. 

• Electrical equipment and materials shall be new, in accordance with the national electrical code standards 
and local codes and shall bear the Underwriters Laboratories label. 

• Time clock to control storefront signage and show window lighting. 

• Electrical panel shall be provided with bolt on breakers and copper bus bars. 

• Lighting circuits shall be rated for switching duty. 

• Additional capacity may be available, upgrades to service size shall be at tenant’s expense upon 
Landlord's approval. 


NESHAMINY MALL 


51 





ELECTRICAL DESIGN CRITERIA 


ALL TENANTS 


Electrical Service: 

Landlord has installed electrical service conduit to a point within the Leased premises from a central switching 
location. Tenant, at its expense, shall extend conduit to meter location and shall provide the following per Landlord’s 
specifications: electric meter socket for Landlord’s meter, current transformer can be for Landlord’s current 
transformers for services larger than 200 amperes; metering equipment to be supplied and installed by Tenant, main 
non-fused disconnect switch or nonautomatic circuit breaker, service wiring from demising premise to Landlord’s 
switching location through electrical service conduit, including connection of wiring to Landlord’s switch and current 
limiting fuses equal to “Buss Type KTN”, sized for Tenant’s service, including installation in Landlord’s switch. 

Design Parameters 

Electrical Specifications: 

Mall Area A 

Landlord has designated a three-phase, four wire, switch and fused panel board located at roof level. Service 
conduit exists between the before mentioned panel board and the Leased Premises capable of accepting service 
conductors equal to 14 volt amperes per square foot. Electrical service 120/208 volts, three phase, four wire, 60 
hertz will be provided in the designated Mall Area A. 

Tenant shall provide service conductors between the Landlord designated panel board and the Leased Premises, 
Tenant is responsible for extension of service conduit and service conductors from point of entry into the leased 
spaces as well as fuses in panel board and meter facilities per Landlord’s specifications. Tenant must also secure 
one spare set of fuses. 

Mall Area B 

Landlord has designated a three-phase, four wire, plug-in bus duct located at roof level. Service conduit is between 
the referred to bus duct and the Leased Premises capable of accepting service conductors equal to 15 volt-amperes 
per square foot, electrical service 277/480 volt, three-phase, four wire, 60 hertz will be provided in the desianated 
Mall Area B. 

Tenant shall provide service conductors between the Landlord designated panel board and the Leased Premises, 
Tenant is responsible for extension of service conduit and service conductors from point of entry into the Leased 
Premises as well as NEMA1 fuse switch type bus plug with padlock mounted on the Landlord designated bus duct. 
Tenant will also provide both a meter facility within the Leased Premises and a spare set of fuses per Landlord’s 
specifications. 

Mall Area C 

Landlord has designated a three-phase, four wire, tenant disconnect panel system in the electrical room. Service 
conduit is between the referred to electrical room and the Leased Premises capable of accepting service conductors 
equal to 15 volt-amperes per square foot, electrical service 277/480 volt, three-phase, four wire, 60 hertz will be 
provided in the designated Mall Area C. 

Tenant shall provide service conductors between the Landlord designated panel board and the Leased Premises, 
Tenant is responsible for extension of service conduit and service conductors from point of entry into the Leased 
Premises as well as NEMA 1 fuse switch type bus plug with padlock mounted on the Landlord designated panel. 
Tenant will also provide both a meter facility within the Leased Premises and a spare set of fuses per Landlord’s 
specifications. 
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ELECTRICAL 


MEP LOAD TABULATION 


__ NESHAMINY MALL MEP DATA TABULATION 


SPACE NO: - 


NAME OF TENANT:---- 


GROSS LEASED AREA IN SQ. FT. - 




CALCULATED DESIGN HEATING LOAD 


CALCULATED DESIGN COOLING LOAD 


LANDLORD ALLOCATED AIR SUPPLY 


CALCULATED AIR SUPPLY 


MAKE-UP AIR SYSTEMS (S) (IF APPLICABLE 


TOTAL AIR SUPPLY 


pmaiian 


SPECIAL EXHAUST 


TOTAL EXHAUST 


NEGATIVE/ POSITIVE PRESSURE (AIR SUPPLY- EXHAUST. 


MBH 


MBH 


CFM 


CFM 


CFM 


CFM+ 


CFM+ 


ELECTRICAL 

LOAD BREAKDOWN --”- 

APPLIANCES (HEAT PRODUCING) 

WATTS - - 

RECEPTACLES 

WATTS - - — 

EQUIPMENT 

WATTS 

H. W. HEATER 

WATTS 

SPACE HEATING 

WATTS ---- 

MISCELLANEOUS 

WATTS - — 

SUBTOTAL 

WATTS --—- 


LIGHTING 


GRAND TOTAL 


WATTS 


WATTS 


WATTS/SQ.FT. 


WATTS/SQ.FT. 


DOMESTIC H. W. HEATER STORAGE 




NUMBER OF LAVATORIES 


NUMBER OF COMMERCIAL SINKS 




PLUMBING 



This sheet must be included in final plans. 
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ELECTRICAL DETAIL 


ELECTRICAL SERVICE AREA ‘A’ 



BY TENANT 


GROUND TO 
BIG. STEEL 


AREA ‘A’ FOOD COURT 


TOP A/C UNIT (RTAC) 



' TENANT WILL FURNISH AND 
INSTALL TYPE *KT FUSES 
IN LANOLORD SUPPLIED 
SWTCH CIRCUIT PANEL 
ON ROOF. 


- EMPTY CONDUIT TO DEMISED 
PREMISES 


TENANT TO FURNISH AND 
INSTALL METER SOCKET 
FACILITIES FOR METERING IN 
THE DEMISED PREMISES. 


BY LANDLORD 
BY TENANT 


PANEL 



. .. 

w 

PANEL 

L 

GROUND TO 

"H" 

W/MCB 

BLG. STEEL 

W/MCB 


AREA‘A’ 
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ELECTRICAL DETAIL 


ELECTRICAL SERVICE AREA ‘B’ 



AREA ‘B’ 



AREA ‘B’ (WITHOUT 277/480V. PANEL) 
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ELECTRICAL DETAIL 


ELECTRICAL SERVICE AREA ‘C’ 



BY TENANT BLG. STEEL 


AREA ‘C’ 
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ELECTRIC PANEL SCHEDULE 


ELECTRICAL DETAIL 


ELECTRIC PANEL SCHEDULE 



■ 

O LU 

z on 
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TENANT MUST COMPETE THIS TOTAL WATTS A_ PANEL_ _PHASE_WIRE 

SCHEDULE AND INCORPORATE B_ _VOLTS 

W/ TENANT DRAWINGS C_ _AMPS MAIN_ 













PLUMBING DESIGN CRITERIA 


ALL TENANTS 


The following is a list of minimum design information required to expedite plan approval by Landlord. It is 
not intended to be a complete listing of all requirements, but should serve as a minimum check list to be 
used by tenant’s design consultants to complete the construction documents. 

We urge you to read this manual in it’s entirety in order to fully understand the requirements needed to 
generate an approvable set of construction documents. 

PLUMBING DRAWING REQUIREMENTS 

• Location of fixtures. 

• Clean-out and floor drain locations. 

• Domestic water distribution. 

• Water heater detail with relief valve and piping to floor drain. 

• Location of sewer and vent connection. 

• MEP load tabulation sheet, incorporate in plans (refer to page 53). 

• Water meter location. 

• Water, waste and vent riser diagrams (refer to pages 59 & 60). 

Additional Food Related Tenant Requirements: 

• Gas piping layout. 

• Line sizes. 

• Control valves. 

• Grease line connection. 

• Gas submeter locations. 

LANDLORD SUPPLIED DOMESTIC WATER. SANITARY. VENT. GREASE AND GAS 
Landlord has designed and installed the following utilities to each leased premises: 

Domestic Water: 

Cold water supply tap with valve connection terminated above ceiling. 

• All tenants 3/4” cold water capped stub-out. 

Sanitary Sewer: 

Sanitary sewer stub out in slab blockout area for lower level tenant’s, and below slab for upper level tenants. 

• All tenants 4” capped sanitary sewer stub-out. 
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PLUMBING DESIGN CRITERIA 


ALL TENANTS 


Sanitary Vent: 

Vent stub out connection to each leased premises. 

• All tenants 4” capped sanitary vent stub-out. 

Grease Line (for food related tenants): 

Grease line stub out in slab blockout area for lower level tenant, and below slab for upper level tenants. 

• All tenants 4” capped grease line stub-out. 

Natural Gas Service: 

Such service is available from the local gas company at designated areas. All piping and associated work 
for extension of services from that point is by Tenant’s sole expense, and subject to Landlord’s approval 
and governing code requirements. Tenant shall make ail arrangements for gas service directly with the 
local gas provider. 

Tenant Responsibility: 

Tenant shall provide a complete plumbing system from Landlord’s distribution point (supply stub-out) within 
the leased premises, including but not limited to, all necessary labor, connections to supply stubs, piping, 
clean-outs, fixtures, etc. necessary for the satisfactory operation of a plumbing system. 

• Connection to Landlord’s point of service and extend service according to tenant’s requirements, 
applicable and local codes. 

• Provide a water meter located in toilet room accessible to Landlord, read in cubic feet. 

• Provide handicapped toilets facilities in accordance with Title III of American with Disabilities Act and 
local codes (excluding food court tenants) (refer to page 32). 

• All toilets must be 1.5 gal. fulsh fixtures. 

• All water heaters must be located below ceiling. 

• Provide relief valve from water heater to nearest floor drain. 

• Domestic water piping to be insulated with a minimum 1 ” thick fiberglass insulation. 

• At least one floor drain and cleanout in each toilet room, kitchen and or wet areas. 

• Sanitary piping shall be cast iron. 

• Combustible piping (PVC) shall not be permitted through any floor, rated partition, or tenant plenum 
areas. 

Additional Food Related Tenant Responsibility: 

• Connect to Landlord’s point of service and extend service according to tenant’s requirements and 
applicable and local codes. 

• No gas piping in concealed spaces. Sleeved and vented as per code. 
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PLUMBING DETAIL 


TYPICAL TENANT PLUMBING RISER 



4" COMMON VENT THROUGH 
ROOE BY TENANT. 

4” CAPPED VENT STUB 


PROVIDE WATER METER TO 
BE READ IN GALLON 


VENT BY TENANT 


NOTES: 

ALL DOMESTIC HOT AND COLD WATER PIPING WITHIN TENANT 
SPACE TO BE INSULATED WITH 1” THICK FIBERGLASS ALL SERVICE 
JACKET TYPE WRAP AROUND INSULATION. 

ALL SANITARY PIPE TO BE CAST IRON. 

ALL DOMESTIC WATER PIPING TO BE L COPPER TUBING. 

P.V.C. PIPING IS NOT PERMITTED. 

TENANT IS TO PROVIDE 
AN INDUSTRIAL BACKFLOW PREVENTORS 

ALL TENANT WATER HEATERS SHALL 

HAVE RELIEF & TANK DRAIN PIPED TO FLOOR DRAIN. 

ALL TOILETS MUST BE FLUSH VALVE OPERATED. 
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PLUMBING DETAIL 


FOOD TENANT PLUMBING RISER 



NOTES: 

ALL DOMESTIC HOT AND COLD WATER PIPING WITHIN TENANT 
SPACE TO BE INSULATED WITH 1" THICK FIBERGLASS ALL SERVICE 
JACKET TYPE WRAP AROUND INSULATION. 

ALL SANITARY PIPE TO BE CAST IRON. 

ALL DOMESTIC WATER PIPING TO BE L COPPER TUBING. 

P.V.C. PIPING IS NOT PERMITTED. 

TENANT IS TO PROVIDE AND INSTALL BACKFLOW PREVENTERS 

ALL TENANT WATER HEATER SHALL HAVE RELIEF &. TANK DRAIN 
PIPED TO FLOOR DRAIN. 

ALL TOILETS MUST BE FLUSH VALVE OPERATED. 
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SPRINKLER DESIGN CRITERIA 


ALL TENANTS 


The following is a list of minimum design information required to expedite plan approval by Landlord. It is 
not intended to be a complete listing of all requirements, but should serve as a minimum check list to be 
used by tenant’s design consultants to complete the construction documents. 

We urge you to read this manual in its entirety in order to fully understand the requirements needed to 
generate an approvable set of construction documents. 

SPRINKLER DRAWING REQUIREMENTS 

• Location of sprinkler head grid with main and branch pipe sizes. 

• Temperature rating of all heads. 

• Hydraulic calculations. 

• Fire extinguisher locations. 

• Height of ceiling drops. 

• Lighting location. 

• Curtain wall locations. 

LANDLORD SUPPLIED SPRINKLER SYSTEM 

Landlord has designed and installed a fire prevention system (sprinkler system). Provided at each leased 
premises is a blind flange connection. 

All Tenants must comply with NFPA guidelines, the Pennsylvania State and Local Codes and Landlord’s 
insurance underwriter (Factory Mutual requirements). 

DESIGN PARAMETERS 

Sprinkler Specifications: 

Blind Flange 

• Typical Tenants 4” sprinkler tap 

• Food Court Tenants 3” sprinkler tap 

Available water supply at sprinkler tap 

Static 
Residual 
Flow 

.15 GPM over the most remote 2500 square feet 
10’-0”x12’-0” (per code). 

Per NFPA 13,1991 edition ordinary hazard group II. 

Per NFPA 13,1991 edition ordinary hazard group II. 

Per NFPA 231C, 1991 edition if shelf storage over 12 feet. 


• First floor 


• Density 

• Maximum sprinkler spacing 

• Sales area 

• Stock area 

• Stock area 


62 


NESHAMINY MALL 





SPRINKLER DESIGN CRITERIA 


ALL TENANTS 


Tenant Responsibility: 

Tenant shall provide a complete sprinkler system from Landlord’s blind flange (supply stub-out) within the 
leased premises, including but not limited to, all necessary labor, piping, sprinkler heads, covers, etc. for 
the satisfactory operation of a sprinkler system. 

• Upon completion of sprinkler system in leased premises, tenant’s sprinkler contractor must contact 
Landlord to arrange for a system shut down for final point of connection to Landlord's blind flange. 

(at tenant’s expense). 

• Plans must be signed and sealed by a registered Fire Protection Engineer. 

• Each tenant must generate a sprinkler shop drawing and supply hydraulic calculations for approval by 
Township of Bensalem Fire Departments. 

• Tenant’s sprinkler system shall give coverage up to tenant’s lease line. 

• Provide sprinkler coverage at exit alcove and storefront entrance alcove. 

• No combustible material is allowed above tenant ceiling unless sprinkler is provided. 

• Maintain a minimum 18” clearance between ceiling sprinklers and stock or displays. 

• All storage decks in stock room must be fully sprinkled. 
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SPRINKLER DESIGN CRITERIA 


ALL TENANTS 


Tenant Responsibility: 

Tenant shall provide a complete sprinkler system from Landlord’s blind flange (supply stub-out) within the 
leased premises, including but not limited to, all necessary labor, piping, sprinkler heads, covers, etc. for 
the satisfactory operation of a sprinkler system. 

• Upon completion of sprinkler system in leased premises, tenant’s sprinkler contractor must contact 
Landlord to arrange for a system shut down for final point of connection to Landlord's blind flange. 

(at tenant’s expense). 

• Plans must be signed and sealed by a registered Fire Protection Engineer. 

• Each tenant must generate a sprinkler shop drawing and supply hydraulic calculations for approval by 
Township of Bensalem Fire Departments. 

• Tenant’s sprinkler system shall give coverage up to tenant’s lease line. 

• Provide sprinkler coverage at exit alcove and storefront entrance alcove. 

• No combustible material is allowed above tenant ceiling unless sprinkler is provided. 

• Maintain a minimum 18” clearance between ceiling sprinklers and stock or displays. 

• All storage decks in stock room must be fully sprinkled. 
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